
Harnesses - general
Harnesses EN 361, EN 358 & EN 813

Tractel® offers a wide range of harnesses to meet your requirements, from the bestselling entry level HT22 to the patented technical Easyclimb™
harness.  Continuous innovation keeps our harnesses versatile with a variety of attachment points and optional extras:

 Lateral  Umblicial  Dorsal  Sternal  Thoracic  Overhead 

Harness size guide
Correct sizing and correct putting on a harness is essential for safety and comfort. It is important that a harness fits properly and that it offers
the possibility to adjust it correctly so it is not too tight or too loose. This prevents employees from seeing the harness as a load, because the
harness tightens too much or slips continuously.

If the harness is correctly dimensioned and adjusted, the forces on the body are distributed correctly. This enables the body to better withstand
the impact of the fall, ensures that the attachment points are in the right place and that the body remains straight in the event of a fall. Incorrect
sizing or tightening of the harness increases the risk of the "Harness Suspension Trauma" (hanging trauma).

It is important to choose the right size of harness according to the table below.

Harness options

Elastrac  - packs offering 4cm  Quick Release Buckles - available 

of extra movement.   for most harnesses

TM

Li
ft

in
g 

an
d 

H
an

dl
in

g
Lo

ad
 M

ea
su

re
m

en
t 

an
d 

C
on

tr
ol

H
ei

gh
t 

S
af

et
y 

P
ro

du
ct

s
H

ei
gh

t 
S

af
et

y 
S

ys
te

m
s

A
dd

it
io

na
l I

nf
or

m
at

io
n

https://www.tractel.com/PIM/Technical%20Drawings/P78_koppelingsmog.jpg



