
The racing style 
quick connect buckle 
allows for a close, 
comfortable harness fit 
—eliminating the need 
for bulky chest straps or 
cumbersome buckles.

Shoulder padding 
responds to your 
movement to 
conform to your body, 
eliminating pressure 
points and chafing.

Superior Comfort

The racing style 
quick connect buckle 
creates an athletic 
cut, contouring the 
harness to the body and 
improving upper torso  
movement on the job.

Increased Flexibility

Pull-down adjustment 
allows you to quickly 
and easily get the right 
fit that lasts throughout 
the work day. 

Dedicated attachment 
point for Personal 
Fall Limiters allows 
for quick and easy 
attachment, and keeps 
your back D-ring free 
for other use.

New hex style stitch 
patterns make finding 
broken threads easy 
when inspecting the 
harness.

Adjustability

Ease of Use

V-FORM+™ Full-Body Harness

140 kg
Load capacity
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Repels dirt, grease, 
moisture and more.

Coated Webbing
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V-FORM +, Back/Chest D-Ring, Bayonet buckles 
(P/N 10206052)

V-FORM +, Back/Chest/Hip D-Ring, with waist belt, Bayonet buckles 
(P/N 10206055)

V-FORM+ Full-Body Harness
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V-FORM+ Harness Ordering Information

Part 
Number

D-Ring
Configuration

Size Leg Buckle type Padding Standards

XSM STD XLG Bayonet Waist Belt EN361 EN358

10206051 Back, Chest ■ ■ ■

10206052 Back, Chest ■ ■ ■

10206053 Back, Chest ■ ■ ■

10206054 Back, Chest, Hips ■ ■ ■ ■ ■

10206055 Back, Chest, Hips ■ ■ ■ ■ ■

10206056 Back, Chest, Hips ■ ■ ■ ■ ■

Harness Size Chart




